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Our standard technical specifications would be as follows, though there is 
flexibility as to the features and materials. 

Pillars and structure 
Self-supporting structure in cold-formed galvanized steel. The pillars are 
secured to the base and roof using special bolts. The downspout from the roof 
is formed inside the pillar using a round PVC pipe measuring 75 mm in 
diameter. 
 

Floor frame 
Consists of cold-formed galvanized metal profiles. Galvanized metal purlin is 
installed transversally in the form of cold-profiled omega. The floor section 
withstands uniformly distributed loads of up to 250 kg/m2. 
Water-repellent chipboard, e=19 mm, with vinyl finish on floors, Sintasol mod. 
Traviata 3028 
 

Roof frame 
Comprises cold-formed galvanised metal profiles measuring 2 mm thick. 
Metal omegas are installed transversally. These omegas support the 
trapezoidal plate measuring 0.6 mm thick, which is anchored to the profiles 
using self-tapping bolts and sealed washers. 
 

Walls and ceilings 
40 mm-thick sandwich panel exterior envelopes and ceilings, made of pre-
lacquered steel sheet on a galvanized base on both sides, with interior thermal 
and acoustic insulation formed from injected polyurethane resins with a 
density of 40 kg/m3 (± 10%). This type of panel has a thermal conductivity 
ratio of λ = 0.021 W/mK and is very resistant to humidity, remaining practically 
unalterable over time. 
Standard WHITE (wide range of optional colours to choose). 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Windows and doors 
The windows have white lacquered aluminium sliding frames with 4 mm glass. 
Possibility to install a grille, blind and mosquito net. Normal window size is 
980×980 mm, and 600×400 mm in the bathroom. 
The doors are metallic block type, with interior honeycomb body and pre-
lacquered metal sheet on the outside. The entrance door, with a lock, has a 
clearance of 800x2050x50 mm, while the interior doors have a clearance of 
700x2050x40 mm.  
 

Electrical installation 
Fully installed, except the power line to the prefabricated installation. 
All electrical ducts and installations are in line with low-voltage regulations and 
standards. The incoming line has a Control and Protection Board with 
independent protection using magnetothermal and differential switches, as 
necessary for lighting, backup (in the event of failure), climate control and 
several other uses, and will be fitted with protection from direct contact, 
surges, short-circuiting and indirect contact. 
1X36w Surface diffuser with sealed cover. Sockets of 16A +TT (watertight in 
bathrooms). 
Concealed wiring, sockets, connection units and/or surface switches of 10A
+TT.  
 

Plumbing installation 
Bathroom with sanitary appliances made of white porcelain, Roca brand or 
similar (includes washbasin with complete pedestal and tap, toilet with low 
cistern, shower tray made of plastified steel, with tap and wall-mounted 
electric shower unit with thermostat). 
Water network in multilayer reticulated polyethylene pipe. 
The sanitation installation comprises rigid PVC pipes and accessories, fitted 
with appropriate hydraulic syphons.  
 

Air-conditioning 
Air-conditioning and heating by way of Split Wall Inverter MUPR12 or similar. 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Kitchen 
Includes bottom cupboards with doors and shelves, work surface and 
stainless steel sink with tap. Quick assembly kit without any building work.


